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FLEX-I-TRAC®  132 SERIES CURTAIN TRACKS

No. 1308 Hanging Clamp
1 pr. - 1 oz.
Recommended spacing: 4' with addi-
tional units in curves and stack areas.
Adjustable to any location. Pipe batten 
and pipe clamps recommended for sus-
pended curved track systems.
Approximately: 3/4" wide x 3/4" long x 
1-3/4" high.

No. 1309 End Stop
4 - 1 oz.
Prevents carriers from moving beyond 
selected position in track.

No. 1324 Splicing Clamp
1 - 1 oz.
For both ceiling and suspended instal-
lations. Lock plate for joining track sec-
tions assures proper alignment.
NOTE: Track can not be curved at 
splice.
Approximately: 4" long x 5/16" wide x 
5/16" high.

No. 1423 Ceiling Clamp (Shown on 1400 Track)
1 - 6 oz.
Recommended spacing: 5' with addi-
tional units added at curves and in 
stack areas. For use on ceiling-mounted 
installations. Adjustable to any location. 
Top plate can be mounted first, and clips 
installed when track is lifted into place
Approximately: 3-1/4" wide x 1-1/2" long. 

No. BT-2 Bending Tool
1 - 4 lbs. 14 oz.
For use with Models 1300 & 1400 only.
See page 81 for description of use.
Approximately: 7-1/2" long x 9-1/2" wide 
x 3-1/2" high.

No. BT-1 Bending Tool
1 - 19 lbs. 4 oz.
Approximately: 48" long x 15" wide x 9" high.
For use with Models 1300, 1400 & 4200 
tracks.
See page 81 for description of use.

No. 1302 Master Carrier (Optional)
1 - 12 oz.
Walk-along master carrier with overlap-
ping arm. Body constructed of paint-
ed steel with 4 nylon-tired ball-bearing 
wheels. Arm provides 12” of curtain 
overlap per carrier. (6" in front of 6")
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No. 1713 Pipe Clamp
1 pr. - 5 oz.
For 1” I.D. Schedule 40 pipe 

No. 1714 Pipe Clamp
1 pr. - 7 oz.
For 1-1/4” I.D. Schedule 40 pipe

No. 1715 Pipe Clamp
1 pr. - 8 oz.
For 1-1/2” I.D. Schedule 40 pipe  


