BESTEEL® 170 SERIES CURTAIN TRACHS

No. 1700 Channel [1700BL]

17-11b. 11 oz.

No.1700-A [BL] Channel

1-9oz.

14 gauge galvanized steel. (1700BL
powder coated black finish) No. 1700-
ABL supplied in 12 gauge aluminum
black finish. Obtainable in unspliced
lengths up to 26° (1700-A, 24' max
unspliced length). Holes can be drilled
for direct ceiling attachment.
Approximately: 1-3/4” wide x 2” high.

No. 1701 (BL] Single Carrier

1-1oz

Carrier spacing: 12”. Block construct-
ed of plated steel with 2 polyethylene
wheels. Plated swivel for free, effortless
curtain movement.

Carrier width: Approximately 1-3/16”.
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No. 1702 [BL) Master Carrier

1-3o0z

Block constructed of plated steel with
4 polyethylene wheels. Plated swivel
for free, effortless curtain movement.
Supplied with 2 cord/cable connectors.
(Model C098)

Carrier width: Approximately 3”.

No. 1737 [BL) Nylon Ball-Bearing Single Carrier
1-2oz

Plated steel body equipped with 2 nylon-
tired ball-bearings wheels which help
provide easier operation and service life.
Used with Model 171-N.




