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1 -1 lb 
Designed to allow suspension of our 
various track models from tensile rated 
threaded rod. The bracket is fabricated 
from hardened steel and has centered 
hole designed to accept 1⁄2” threaded 
rod. Track hanging clamps not included. 
Dimensions: 3-7/8”H x 1-1/2”W x 
3-1/14”L

No. 1783-Wall Mounting Bracket for Model 1700 
Track
1 - 3 lbs. 12 oz.
Used to mount 2 Model 1700 tracks (bi-
part operation) to side walls. Projection 
of track closest to the wall is 12" (to 
center of track). Painted steel angle with 
3 mounting holes on vertical leg.
14" long x 14" high x 1-1/2" deep

Model 1703S available for single track 
applications.

BESTEEL® 170 SERIES CURTAIN TRACKS

No. 1713 [BL] Pipe Clamp
1 pr. - 5.5 oz.
For 1” I.D. Schedule 40 pipe 

No. 1714 [BL] Pipe Clamp
1 pr. - 7 oz.
For 1-1/4” I.D. Schedule 40 pipe

No. 1715 [BL] Pipe Clamp
1 pr. - 7 oz.
For 1-1/2” I.D. Schedule 40 pipe  

No. 1721-Pocket Mounting Bracket for Model 
1700 Track
1 - 8 oz.
Steel offset bracket for mounting Model 
1700 track to side of ceiling pocket. 
Projects track approximately 4" from 
side of pocket. Must be used with Model 
1708 Hanging Clamp (not included). 
Plated steel construction.
4-3/16"L x 1-1/4"W

No. 1722-Pocket Mounting Bracket for Model 
1700 Track
1 - 8 oz.
Steel offset bracket for mounting Model 
1700 track to side of ceiling pocket. 
Projects track approximately 2" from 
side of pocket. Must be used with Model 
1708 Hanging Clamp (not included). 
Plated steel construction.
4-3/16"L x 1-1/4"W

NOTE: If using pocket mounting brackets with 
bi-parting track system, both 2821 & 2822 
pocket brackets must be used.

NOTE: These brackets are not designed for 
wall mounted track systems. They do not 
project enough to allow the curtain to stack 
without rubbing against the wall.


